
Available Black (Self-Colour) & HDG Galvanised
Cast Malleable Iron Fittings (Dimensions to BS EN 10242)

BSPT Taper/Taper Threaded (ISO 7-1)
BSI Kitemarked

Temperature Range: -20°C - 300°C
ISO 9001 Accredited Manufacturer

Maximum Pressure: 25 bar

General Specifications

Jinan Meide - Fig 90R
Malleable Iron 90 Degree Reducing Elbow (Female)

Weight Weight 

Metric Imperial kgs Metric Imperial kgs

10x6 3/8x1/8 20.5 21.5 0.06 50x20 2x3/4 40 48 0.47

10x8 3/8x1/4 23 23 0.06 50x25 2x1 43 50 0.60

15x8 1/2x1/4 24 24 0.07 50x32 2x11/4 47 53 0.56

15x10 1/2x3/8 26 26 0.09 50x40 2x11/2 52 56 0.62

20x8 3/4x1/4 26 27 0.12 65x20 21/2x3/4 42.5 57 0.84

20x10 3/4x3/8 28 28 0.12 65x25 21/2x1 46.5 58.5 0.84

25x8 1x1/4 27 31 0.19 65x40 21/2x11/2 53.5 61 0.84

25x10 1x3/8 30 32 0.19 65x50 21/2x2 61 66 0.84

32x10 11/4x3/8 32 36.5 0.26 80x32 3x11/4 53.5 68 1.13

32x20 11/4x3/4 36 41 0.28 80x50 3x2 60.5 71 1.13

32x25 11/4x1 40 42 0.30 80x65 3x21/2 71 74 1.13

40x15 11/2x1/2 34 41 0.27 100x32 4x11/4 60 85 2.00

40x20 11/2x3/4 37 42 0.30 100x40 4x11/2 62 85 2.00

40x25 11/2x1 42 46 0.35 100x50 4x2 68 86 2.00

40x32 11/2x11/4 46 48 0.42 100x65 4x21/2 77 89 2.00

50x15 2x1/2 35 47 0.44 100x80 4x3 82 90 2.00

Length 
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face dim. B
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Length 

Centre to 

face dim. B

Length 

Centre to 

face dim. A

Nominal bore

20x15 3/4x1/2 28.5       29.5 0.12 65x32 21/2x11/4 50.5 60 0.84

25x15 1x1/2 31 32 0.19 65x20 3x3/4 45 65 1.13
25x20 1x3/4 34 34 0.19 80x25 3x1 50 68 1.13

32x15 11/4x1/2 33 37 0.26 80x40 3x11/2 56 59 1.13
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